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Pumpa ATR, opremljena centrifugalnom
hidraulikom, jam¢i visoku modulaciju
pumpanja i veliku fleksibilnost koriStenja
cak i pri niskim razinama urona. Hidraulicki
podesiva tlacna cijev omogucuje
jednostavno usmjeravanje protoka za vecu
jednostavnost koriStenja u razlicitim
crpnim stanicama.

ZNACAJKE | FEATURES

Traktorom pokretana centrifugalna pumpa s hidraulickom rotacijom
Tractor driven centrifugal pump with hydraulic rotation

ATR pump, a centrifugal type of pump,

grants high modulability when pumping

and great flexibility of use even with low
submergence. The hydraulically adjustable
delivery pipe allows to direct the flow for easier
operation in the different pumping locations.

- - p |alls] 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 550 | 600 | €50 | 700 | 750
el °l’z';,‘;';‘ (w; QLUmin] | 9000 | 12000 | 15000 | 18000 | 21000 | 24000 | 27000 | 30000 | 33000 | 36000 | 39000 | 42000 | 45000
@) oo Qlm3h] | 540 | 720 | 900 | 1080 | 1260 | 1440 | 1620 | 1800 | 1980 | 2160 | 2340 | 2520 | 2700
— P [kW] 19,5 21,5 22
5 ATR25 | 540 e 65 . 35
P kW] 22 23 25 26
> ATR30 | 540 | 40 iy 75 | 64 | 53 | 36
P LkW] 28 29 30 31 31 | 315 | 32
() ATR35 | 540 2 N img 7,6 71 6,4 5,6 47 36 23
= P (kW] | 335 | 35 36 37 38 | 385 | 39 39
3 ATR40 | 540 62 o my 8,4 8 7.4 6,7 5.9 5 39 27
P kW] 60 63 65 66 67 68 69 70 | 705 | 71 71
L
ATRS0 | 540 | 88 103 | 99 | 94 | 89 | 82 | 75 | 67 | 58 | 48 | 38 | 26
j DIMENZIJE | DIMENSIONS
Okvir Tezina
Vel | (a1 | e () | ey | el
ode [m] [kg]
3 15 3350 2810 330
2 23 4350 3810 370
ATR 25 250 5 3,1 5350 4810 430
6 3,8 6350 5810 500
3 16 3400 2825 350
— 35 19 3900 3375 390
Z ATR 30 300 4 2,3 4400 3825 440
5 3,1 5400 4825 490
6 3,9 6400 5825 590
O 3 17 3600 2805 260
35 2,1 4100 3305 500
ATR35 | 350 4 25 4600 3805 570
- 5 32 5600 4805 630
Iu 6 4 6600 5805 700
3 17 3600 2855 520
35 2,1 4100 3355 570
ATR40 | 400 4 2,5 4600 3855 630
5 32 5600 4855 690
Iu 6 4 6600 5855 790
4 2,6 4740 3950 890
> ATR 50 500 5 34 5740 4950 1030
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